EC - Declaration of conformity

Manufacturer: ETI Elektroelement d.d.

Address: ETI Elektroelement d.d.
Obrezija 5, 1411 lzlake, SLOVENIA

Product: Fuses for Power Semiconductor's Protection
Types, sizes and rated voltages, rated currents
uQ2, gR MO00C and M0OOC-K / 690V from 10A to 160A
UQuU-N, gR MO0 /690V from 6A to 160A
uQ2, gR S00C(80mm) / 690V from 10A to 160A
uQ2, gR M1, M2, M3 and M1-K, M2-K, M3-K / 690V from 35A to 630A
uQ2, gR $1(110), S2(110), S3(110) / 690V from 80A to 630A
uQ2, gR G1, G2, G3 / 690V from 35A to 630A
uQ2, gR S4 / 500V from 800A to 1250A
uQ2, gR M4a / 500V from 800A to 1600A

The designated product confirm to the provision of the following European directives:

2006/95/EC
Directive of the European Parliament and of the Council of 12 December 2006 on the harmonisation of the
laws of Member States relating to electrical equipment designed for use within certain voltage limits.

2011/65/EU
Directive of the European Parliament and of the Council of 8 June 2011 on the restriction of the use of
certain hazardous substances in electrical and electronic equipment (recast).

Our products are constructed and manufactured based on our Quality Management System (according
to DIN EN ISO 9001) in correspondence to the following standards:

Standards: IEC 60269-4, Edition 5.1 (2012-05),
Supplementary requirements for fuse-links for the protection of semiconductor
devices
IEC 60269-1, Edition 4.1 (2009-07),

Low-voltage fuses — Part 1: General requirements

Marking with CE: On the product
On the packaging

Place and date: Izlake, 16.01.2015

Manufacturer representative §
signature and stamp: Viktor Martincic, univ.dipl.ing, ,
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	UQ2, gR M00C and M00C-K / 690V    from 10A to 160A
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